
Motor test record

Motor model KL42H290-425-8B

30℃

Connection method Series(4.45A) Parallel(7.2A)

1.3 0.33 0.64

1.32 0.33 0.64

15.72 3.99 3.95

15.36 3.85 3.88

Holding Torque 83.4kg.cm(6.0A)

4.6kg.cm

Test Conditions

Speed Frequency Torque Torque

100 2666 1277.6395672 944.3422888

200 5333 888.7927424 888.7927424

300 8000 611.0450104 833.243196

400 10667 499.9459176 749.9188764

500 13333 344.40718768 666.5945568

600 16000 288.85764128 583.2702372

700 18667 233.30809488 499.9459176

800 21333 211.08827632 444.3963712

900 24000 188.86845776 388.8468248

1000 26667 155.53872992 361.0720516

1100 29333 138.873866 305.5225052
1200 32000 127.76395672 255.52791344

1300 34667 116.65404744 233.30809488

1400 37333 99.98918352 211.08827632
1500 39999 88.87927424 199.97836704

                                              date：2016/8/11

Temperature（℃）

Unipolar Connection

ResistanceA(Ω）

ResistanceB(Ω）

InductanceA（mH)

InductanceB（mH)

120.4kg.cm（4.25A） 118kg.cm（8.5A）

Detent Torque（kg.cm)

70ACV,Current:PK4.45，
Step Driver：CWD860H 

microstep:1/8

70ACV,Current:PK7.2A，
Step Driver：CWD860H 

microstep:1/8
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KL42H290-425-8B
Step Driver: KL-8060, Micrstep: 1/8, Power Supply: 70VAC

Series(4.45A) Parallel(7.2A)

Speed/rpm
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